
The only way to achieve long term value-add in the business is to automate and 
minimise manual intervention.

The Return On Investment (ROI) is getting shorter as the cost of system fabrica-
tion is decreasing (commonised) and the costs of labour and floor space are 
increasing at an alarming rate.

Since these are robotic based system, switching between daily job scope is quick 
and easy, thanks to its 80% software and 20% hardware dependant nature.
Such automated system could free up more than 70% of manual reliance in the 
production environment.

•  INDUSTRIAL ADHESIVE TAPES , FILMS & LINERS 

•  STANDARD & CUSTOMISED LAMINATES

•  SHIELDING & INSULATING MATERIALS

•  ELECTRICAL & THERMAL CONDUCTIVE FILMS & FOAMS

•  PRECISION DIE-CUT MACHINES, LAMINATORS, TAPE SLITTERS

•  VISION-GUIDED ROBOTIC AUTOMATION SYSTEMS & SERVICES
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Vision-guided Sub-assembly 
Robot Workcell

Vision-guided Small Modules Quality Inspection Robot 
Workcells

Highly versatile system designs with 
more than 20:1 software-harware ratio.

Robotic systems are no more a financial burden or a techno-
logical white elephant as most people would simply thought 
in the past.

It is a user-friendly, highly job adaptive and affordable means 
for business owners to achieve long term success with higher 
productivity and profitability. 

 1. Beats any hard working staffs & extremely loyal!
 2. Small footprint, saves production floor space.
 3. Reduce manual reliance by 70% or more.
 4. Quick switch between job scope & deployment.
 5. Efficient & Effective
 6. Consistent in quality
 7. Attractive ROI.
 8. Long term asset. 

VRAS Concept

Edehege believe in further propelling the precision converting industries towards value-added roles such 
as Quality Control (Vision Guided Inspection) and Sub-assembly (Small precision converted parts).

2D Sheet Form - Precision Parts 
Inspection

2D Roll Form - Precision 
Parts Inspection

Vision-guided 
Sub-assembly 
Robot Workcell
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Edehege (ADH) prides itself as a customer-oriented group 
of companies operating in Asia for over 18 years.  Due to 
the emerging demands for higher performance products 
and services in the regional manufacturing and packag-
ing industries, Edehege Adhesive Products (Singapore) 
Pte Ltd was established in the year 2000.  This was 
followed by Edehege Film Products Co Ltd (Taipei) in 
Taiwan, Edehege Bond Material Co Ltd (Wuxi) in China.

Leveraging its decades of expertise in material science, 
adhesive and bonding technologies and domain knowl-
edge in the converting, packaging and manufacturing 
industries, ADH is capable of providing both consultative 
and turnkey solutions such as sourcing, design, testing 
and production of specialised and sophisticated func-
tional materials.  

In addition, ADH has progressed to help customers design 
and systemise converting and packaging processes, which 
include die-cut toolings, compact precision  machineries 
and quality control equipment supplies.

In 2013, ADH rolled out a new initiative to expand its 
automation line to support high-end digital printing.  
Brotech Graphics Singapore Pte Ltd was established to 
supply pre and post digital print processing and inspec-
tion systems.
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ADH Singapore consists of two business divisions, namely the Functional Materials & Services (FMS) 
and the Automation & Converting Machineries (ACM) division. Each specialising  in-depth knowledge 
of the practice so as to provide it’s customers with professional consultation and value-added services.

FMS Division	 ACM Division (Edehege Technology Pte Ltd)

•	Industrial grade Adhesive Tapes	 •	Robotic Automation Systems

•	Engineering Plastic Films	 •	Sub-assembly & QC Inspection Systems

•	Converting Process Tapes	 •	Precision Flat-bed Die-cut

•	Premium Grade Release Liners	 •	Multistage Lamination

•	Shielding & Thermal Solutions	 •	Precision Sheet Cut

•	High Performance Label Stocks	 •	XY Axis Super Cut

•	Customised Thin Film Laminates	 •	Film Rewind Slit

•	Die Tools & Jigs Design and Supplies	 •	Adhesive Tape Width Cut

•	Roll Converting Services	 •	Material Handling Solutions

	 	 •	Precision Shafts & Light-weight Rollers

Company Overview

Business Divisions

Single Blade X-Y Axis Cutting Machine
• Material sheet size 600, 800 and 1000mm

• Auto feed through and return

• Kiss-cut and Full-cut sequence 

• Safety covers

• Ergonomical operation design

• Fits most steel rule knives

• Easy to operate & hassle free!

Table-Feed

Rubber SheetFoam Sheet
Table-Feed & Roller-Feed

Adhesive Tape

HIMECS produces innovative material handling machines and 
devices to help ease worker's physical stress in the converting environment.
It eliminates extra manpower and the use of bulky overhead cranes while doing 

Roll Picker Roll Picker II Hand Catcher

Air Capsule Uniroll - Freecon CFRP
Super Low Moment Of 

Inertia Rollers

the same jobs, such as trans-
ferring heavy material rolls 
from pallets to upload onto 
the converting machines and 
also unloading the same to 
the pallets for final packing. 
Easy to operate and reduces 
work safety hazards. 

Designed & produced in Japan

Precision Sheet Cutting Machines

• Material Width :  Compact 320mm;  Medium 420mm;  Large 700mm;  Wide-format 1200mm
• Up to 120 strokes per minute
• Workable Length from 1 to 999mm
• Feeding tolerance below 0.2mm at 500mm.
• Features : Input tension guide; Local programmed 
	 colour touch panel; Line coordination sensor; 
	 Non-tension auto unwind, safety sensors etc.
• Standard steel shafts or air shaft
• Single phase power supply
• Plug & play, no hassle!

Wide-format 1200mm

Compact 320mm

The patented Air-Capsule is a light weight, 
precision rotation, long lifespan air shaft.
These innovative air shafts provide high retention and 
high transmission torque, and can be used with ultra-
thin paper cores or tubes at high-velocity revolutions.   
Designed to be used in clean or vacuum environment. 

Roll Picker III

OBSLock

GSTR

In the years to come, ADH will continue its commitment to 
enable greater innovation, efficiency, cost-effectiveness and 
best quality to all its customers and partners.

ADH always says   “We stick to your requirements”.

Incorporation 	 : Year 2000 in Singapore

Business Coverage	 : Singapore, Malaysia, Thailand, 
		   Indonesia, Vietnam, China, Sweden, 
		    Hungary, USA and Japan.

Capabilities	 : Material development, converting, 
		   supply, lamination.
	   Machinery development, supply, 
	   servicing.
		   Automated QC inspection, sub-assembly, 	
	   data extraction system supply and 
	   servicing.
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ADH 201H
PSA-C-PSA

Tissue 
Economical Grade

ADH 1011
PSA-C-PSA

Tissue 
Economical Grade

ADH 1085
PSA-C-PSA

Tissue 
Economical Grade

• Excellent for felt, non-woven fabric and foams
• Suitable for metals, plastics, glass and PMMA etc.
• High tackiness
• Release paper suitable for full-cut process
• Very cost effective for general applications

• Excellent for EPDM, non-woven fabric and foams
• Close side suitable for metals, plastics, glass and PMMA etc.
• For indoor and outdoor applications
• Release paper suitable for full-cut process
• Very cost effective for general applications

• Excellent for EPDM, non-woven fabric and foams
• Close side suitable for metals, plastics, glass and PMMA etc.
• For indoor applications
• Release paper suitable for full-cut process
• Very cost effective for general applications

PSA
Tissue
PSA

Release Paper

PSA
Tissue
PSA

Release Paper

PSA
Tissue
PSA

Release Paper

}

}

}

}

Tape

Tape

Tape

KT 412AD
PSA-C-PSA

Tissue
UL File No. MH46440

KT 412ADL
PSA-C-PSA

Tissue
UL File No. MH46440

• Excellent for PU foams (ester or ether-based)
• Suitable for metals, plastics, fabrics etc.
• KT 412ADL comes with secondary release paper liner
• Release paper suitable for die-cut process
• Value for money UL approved tape, File No. MH46440.

• Excellent for PU foams (ester or ether-based)
• Suitable for metals, plastics, fabrics etc.
• KT 412AD comes with single release paper liner
• Release paper suitable for die-cut process
• Value for money UL approved tape, File No. MH46440.

PSA
Tissue
PSA

Release Paper

}Tape

Release Paper
PSA
Tissue
PSA
Release Paper

}Tape

ADH 7701K
PSA-C-PSA 

Silicone & Acrylic / PET carrier

• Bonding silicone rubber to plastic/metal parts after tape die-cut
• Good weatherability
• Release paper suitable for half-cut process
• Commonly use in silicone rubber keypad assemblies

PET Liner

Silicone PSA
PET carrier
Acrylic PSA

Release Paper

}Tape

ADH1038B
PSA-C-PSA 

Tissue / Black
Economical Grade

• Excellent for plastic nameplates
• Black colour adhesive good for concealing
• Suitable for metals, plastics, glass and paint etc.
• Release paper suitable for die-cut process
• Value for money

ADH 1720
PSA-C-PSA

Differential Tape / PET carrier

ADH 1572B
PSA-C-PSA

Black Tape / PET carrier

• For bonding  metals, plastics, glass etc.
• Differential adhesion level to provide reposition of substrates
• Good aging properties
• Excellect for die-cutting process 

• For bonding  metals, plastics, glass etc.
• Opaque black for lighted nameplates or LED frames
• Good aging and high temperature properties
• Excellect for die-cutting process 

PSA
PET
PSA

Release Paper

Black PSA
Black PET
Black PSA

Glassine Paper

}• 
For 

Tape

Tape

ADH 1415
PSA-C-PSA

Differential Tape / PET carrier

• For bonding  metals, plastics, glass etc.
• Differential adhesion level to provide reposition of substrates
• Residue free removability
• Good aging properties
• Excellent for die-cutting process 

PSA
PET
PSA

Glassine Paper

}Tape

Black PSA
Tissue
Black PSA

Release Paper

}Tape

ADH 1463N
PSA

Transfer Tape / Non-carrier

• Thin guage for general bonding applications such as label stocks
• For bonding plastic, metal, paper and some fabrics and foams
• Good holding power
• Excellent for die-cutting process
• Check out ADH1467 as the 50µm version

PSA

Release Paper

}Tape
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Functional Parts Converting Machines

	 • Local service & Parts support

	 • One year local warranty

	 • High performance specs

	 • Fully modified & upgraded

	 • User-friendly control & interface

	 • Minimum maintenance needed

Precision Multi-stage Laminating Machines	 - Roll-to-Roll

• Range from Single to 3-stage laminating stations

• Material width 200, 300 and 400mm

• Roller pressure controlled by variable air valves

• Standard 3” steel shafts or air shafts combination

• Active motorised shaft with electric-clutch

• Passive tension shaft with electric-clutch

• Options / Add-ons:  

	 Slitting blades, Web cleaner and Swivel shaft

• Single phase power supply	

• Cascade with any other machines

• Easy to operate & hassle free!

• Quiet & Compact!

Precision High-speed Die-cutting Machines	 - Roll-to-Roll

• Platform sizes :    Compact 200(IN) x 180mm;   Mid-size 300(IN) x 300mm;    Large 420(IN) x 420mm
• Up to 300 strokes per minute (SPM)
• Feeding tolerance below 0.1mm
• Loads all types of flat bed die tools
• Features : Full safety design; Input tension guide; Local progammed colour touch panel; 
	 Auto oil lubrication; Spot tracing sensor; Line coordination sensors; 
	 Non-tension automatic unwind and rewind etc.
• Standard steel shafts or air shafts combination
• Cascade with any other machines
• Easy to operate & hassle free!	 • Quiet & Compact!

ADH 3100 Series
Durable / Acrylic Foam DST

Grey / White / Clear

• High bonding strength on metals, plastics, glass etc.
• Good damping and aging properties
• Excellent weatherability, resistant to water, solvent & sunlight
• For mounting automotive emblem, bumper, step pad, visor etc.
• Release liner suitable for die-cut process

PSA

Release Film/Paper

}Tape

DX UT Series
High Quality / Acrylic Foam DST

Grey / White / Clear

• Comes in various carriers, colours & bonding characteristics
• Good damping and aging properties
• Excellent resistance to water, solvent, dust & sunlight
• Release paper suitable for die-cut process
•  UL File No. E63260

PSA

Release Film / Paper

}Tape

A
C

RY
LI

C
 F

O
A

M

PE Foam Tapes
High Quality / Water-Resistant /

Black / White

• Comes in various density PE foam carriers, colours & bonding 
characteristics
• Good damping and aging properties
• Excellent resistance to water IPX7, solvent, dust & UV light
• Release liners are suitable for die-cut process

PSA
PE Foam
PSA

Release Film/Paper

}Tape

PE
 FO

AM
HE

AV
Y 

DU
TY

 
TA

PE
PETACKY

PSA-C-PSA
Tissue

Super Strong Outdoor

• For permenant bonding of metals, plastics, glass, fabrics, canvas etc.
• Excellent for outdoor usage
• Water resistant adhesive
• Excellent for bonding, fixing, patching of indoor or outdoor structures
• Canvas, tentage, sign boards, nameplates, wall mounts etc.

PSA
Tissue
PSA

Release Paper

}Tape

Add-on : Web Cleaner

Best for roll-to-roll lamination, 
layer peeling & rewinding jobs

MATSAVE - Step-Joint Frame

MATSAVE - 4 corner joints

MATSAVE - Space-out Strips

MATSAVE - Stage 1

Large Platform Size Compact Full-specs

Top
Seller!

2-Stage
6/7-Shafts

Top
Seller!

New Launch 2015

User-friendly interface
ADH proprietry designs

MATSAVE Die-cut Full Line

THICKNESS
(mm)

	 A 	 : 0.115
	 PL	: 0.100

	 A 	 : 0.11
	 PL	: 0.11

	 A 	 : 0.08
	 PL	: 0.095

	 A 	 : 0.120
	 PL	: 0.120

	 A 	 : 0.120
	 PL	: 0.120
	 SL : 0.10

	 A  : 0.110
	 PL	: 0.135
	 FL : 0.052

	 A 	 : 0.100
	 L	 : 0.120

	 A 	 : 0.09
	 L	 : 0.078

	 A 	 : 0.055
	 L	 : 0.100

	 A 	 : 0.085
	 L	 : 0.110

	 A 	 : 0.030
	 L	 : 0.110

	 A 	: 0.4, 0.5, 0.6, 	

	 0.8, 1.0, 1.1 & 1.5

	 L	 : 0.1

	 A 	: Various
	 L	 : Various

	 A 	: 0.15, 0.2, 
	 0.25, 0.3, 0.35,	
	 0.4 & 0.45

	 L	 : Various

	 A 	 : 0.185
	 L	 : 0.125

1,700
ACR / PSA

>2,000 (Open)

>1,800 (Close)
ACR PSA

>2,000 (Open)

>1,200 (Close)
RUB PSA

1,750
ACR

1,750
ACR

>1,000 (Si)

  >1,200 (ACR)
PSA

1,600
ACR / PSA

>1,500 (Air Side)

>600 (Liner Side)   
ACR / PSA

> 900
ACR / PSA

>1,300 (Air Side)

<600 (Liner Side)   
ACR / PSA

>600
ACR / PSA

PEEL STRENGTH
Adhesive Base (gf/in)

> 3,000
ACR / PSA

> 3,000
ACR / PSA

> 1,600
ACR / PSA

>5,000
ACR / PSA

MATSAVE - ADX3030 Dual servo Feeder

New Launch 2015

Air pressure 
nip rollers

High precision  
Cutting Module

Material saving solution 
(MATSAVE)

NEW

NEW

NEW

NEW
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ADH L-PT F 
Series

PET Fluoro silicone
For Silicone Rubber PSA

0.05

0.075

0.1

ADH L-PT NS 
Series

PET Non-Silicone
Clean room Grade

0.05 / 0.075

2 ~ 30 gf/25mm
FL / F / ML / M

CLEAR / BLUE

150 gf/25mm

CLEAR

ADH L-PT Series
PET Silicone

General Purpose

0.025
0.050
0.075
0.100
0.125

• Competitive grade release liners
• 5 colours & various thicknesses of PET films
• Economical and effective
• Designed for general die-cut process or as a cover liner or separator

1 ~ 250 gf/25mm
CLEAR / BLUE / WHITE / RED / GREEN

Release Coating

PET

ADH 6144 / 45E
PE Protection Tape

Clear / Blue Embossed

PE : 0.045

A	  : 0.003

• Temporary protective film for windows or lens of equipment
• Also suitable for metal and glass surfaces
• Special removable and non-residue adhesive properties
• Economical and effective
• Suitable for die-cut process

PE

PSA

20 gf/25mm

CLEAR / BLUE

• For silicone-rubber based adhesives
• 4 levels of release force
• 2 colours & various thicknesses of PET films
• Effective yet affordable
• Designed for die-cut process

• Silicone-free Polyester Film Release Liners
• For siloxanes sensitive applications, eg. HDD, waferfab, optics
• Produced in 100% solvent-free coating facility
• Proprietary coating formulations
• Effective yet affordable

ADH is renown for its full range of carrier tapes, pick up 
tapes and release liners since the last decade. World-
class converting engineers are very familiar with these 
in-process use materials for obvious benefits, such as reli-
ability, cost effectiveness, stock availability and our shar-
ing of technical advice. 
The variants of this product group continue to grow with 
the demands of modern application. ADH has the widest 
range of differentiated in-process use materials in the re-
gion. 
Refer to Functional Materials 3.0 - Product Selection 
Guide 2016 for more information. 
ADH will have something suitable for your applications.

Tape & Film Rolls Converting Machines

• Local service & Parts support
• One year local warranty
• High performance specs
• Reputable brand in the tape and film industries
• User-friendly control & interface
• Minimum maintenance needed

Fully Auto Single Shaft Tape Cutting Machine
• Material width 1000, 1200 and 1600mm

• Preprogrammable blade-attack-angle ±10°

• High quality steel shaft with air-expandable chuck

• Attached blade sharpener (grinder), coolant/lubricant spray

• All servo motors driven motion

• Safety doors and perimeter covers

• Optional Add-ons:  

       Side-bevel

       Serrated-edge blades

• Easy to operate & hassle free!

• Quiet & Compact!

HCH-C5 - Full specs

Cutting Module

HCS-R3310
Small Foot Print Design

HCHS-R600
Heavy Duty Design

Duplex Slitting Rewinding Machine
• Material width 800, 1200 and 1600mm

• Auto speed-tension control

• High quality lightweight rollers 

• Air-expandable rewinding shafts

• All servo motors driven motion

• Powered uploading unwinding shaft

• Cutter selections:  

       High quality air-knives, adjustable disc-knives or razor blades.

• Ergonomical operation design

• Easy to operate & hassle free!

Air-knives Disc-knives Razor blades

Single-side Tapes PE protection tapes

For film & weak 
adhesive rolls

User-friendly interface
ADH proprietry designs

Double-side 
Tapes

Double-side 
Foam Tapes

 

• 5 levels of tackiness to select from

• Pre-cut sheets for easy layer removal 

• Stable adhesion performance

• Consistent diameter and roundness

• Stay tacky even after long exposure to air

• Produced in class 10K cleanroom facility

• Withstand 125°C for 15 minutes

• Economical yet effective

ADH PR80P Series
	 400L

	 600M

	 800H1

	 1000H2

	 1200H3

0.09

Pe
el 

St
re

ng
th

Ball Tack : 
6 to 21

 
  Adhesion : 

1.5 ~ 8.0N/25mm

ADH T-series
PET Silicone
High Quality

UV Cure / Solvent Heat Cure
Class 1000 Clean Facility

0.023
0.050
0.075
0.100
0.188

• Premium quality release liners
• Ultra light release force range employs UV curing coating
• 7 colours & textures
• Various thicknesses of high quality layflat PET films
• Options of AS (Anti-static) versions
• Reduce loss due to very consistent release performance
• Designed for small profile precision parts converting process

1 ~ 750 gf/25mm

PL
A
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O
R
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O
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C
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O
N
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 - 

PE

PLASTIC CORES
Polyethylene & Polypropylene

Wall Thickness
3, 4, 5, 6 & 9mm

• For CME use
• For 1, 3 and 6 inches ID shafts
• Standard log width or pre-cut size
• Custom-made available

ADH 2310 Series
	 ADH 2310 / L
	 ADH 2380
	 ADH 2310H / HA

PET Carrier Tapes
  C	 : 0.05 & 0.1
  A  	 : 0.01 ~ 0.02

Pe
el 

St
re

ng
th

ADH 2330 Series
	 ADH 2330L / LS
	 ADH 2330 / M
	 ADH 2350M
	 ADH 2330H

PET Pickup Tapes
  C	 : 0.05 & 0.1
  A  	 : 0.01 ~ 0.02

Pe
el 

St
re

ng
th

PET

Non-residual 
ACR PSA

PET

ACR PSA 
(Not residue-free)

BOPP

Non-residual 
ACR PSA

OPP Carrier Tapes
  C	 : 0.05 & 0.1
  A  	 : 0.01 ~ 0.02C

A
R

R
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R
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A
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S
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C
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P 
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S Peel Strength : 
0.015 to 6.5 N/25mm

Peel Strength : 
0.07 to 7.0 N/25mm

ADH 5130 Series
	 ADH 5133
	 ADH 5131
	 ADH 5130 Pe

el 
St

re
ng

th

Carrier / Pickup / 
Protection Tapes

    C 	 : 0.05, 0.075 	
	     & 0.1
    A  	 : 0.01

PET

Non-residual 
ACR PSA

Carrier / 
Protection Tapes

    C 	 : 0.05, 0.075 	
& 0.1

    A  	 : 0.01~0.02
    PL 	: 0.05

Carrier / 
Protection Tapes

    C 	 : 0.05, 0.075 	
& 0.1

    A  	 : 0.01~0.02
    PL 	: 0.05
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PET

ACR 
PSA

PET Liner

}Tape

PET

SI
PSA

PET Liner

}Tape

Peel Strength : 
0.02 to 0.7 N/25mm

ADH 230X L Series
	 ADH 2302	 L1
	 ADH 2303
	 ADH 2304  L9 Pe

el 
St

re
ng

th~

ADH 235X LT Series
	 ADH 2352	 LT1
	 ADH 2353
	 ADH 2354	 LT8 Pe

el 
St

re
ng

th~

ADH 235X LS Series
	 ADH 2302	 LS1
	 ADH 2303
	 ADH 2304  LS7 Pe

el 
St

re
ng

th~
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Carrier Tape

Material

Peel Strength : 
0.025 to 1.0 N/25mm

Peel Strength : 
0.02 to 0.5 N/25mm

CLEAR / MATTE / ANTI-STATIC

BLUE / WHITE / RED / LT. RED / YELLOWAS = Anti-static  108-11 Ω/sq

AS treatment on PET side or 
Coating side or Both sides

9 Adhesion Levels

8 Adhesion Levels

17 Release Levels

15 Release Levels
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ADH 1470/L Series
Polyimide Film Tapes
High Temp Acr PSA

   	 C : 1, 2, 3, 4 
	        & 5mils
	 A 	: 0.03
	 L	 : 0.12

ADH 1450/L Series
Polyimide Film Tapes

High Temp Si PSA

   	 C	 : 1, 2, 3, 4 
	        & 5mils	

	 A 	: 0.04
	 L	 : 0.075

ES
D
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S

ADH ETA4210S
ESD Rubber Adhesive Tape

C : 0.05
RUB PSA

ADH 3525C
ESD Acrylic Adhesive Tape

0.05

ADH 3396 Series
Finger Lift / Identification Tape

	 C	 : 0.025
	 A 	 : 0.025

Red, Blue, Green, 
Yellow, Beige, Black 

& WhiteC
O

LO
U

R
ED

 
TA
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S
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E 
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S

DX T4082S
Silicone Polyester Tape

	 C	 : 0.038
	 A 	 : 0.033

Pigmented  PSA

PET

ADH 9347
Silicone Polyester Tape

	 C	 : 0.035
	 A 	 : 0.030

	 450
	 Si  PSA
	 GREEN

ADH 7347
Silicone Polyester Tape

ADH 8347
Acrylic Polyester Tape

	 C	 : 0.025
	 A 	 : 0.065

	 C	 : 0.036
	 A 	 : 0.024

	 750
	 Si  PSA
	 RED / GREEN / BLUE / YELLOW

	 300
	 ACR  PSA

CLEAR   /    LT. BLUE   /    BLUE

	 960
	 Si  PSA
	 BLUE

ADH ETA4210F
ESD Rubber Adhesive Tape

C : 0.05
RUB PSA

CONFIGURATION
Layer Constructions

High Performance Label Stocks
• Thermal Transfer & Flexo printable

• RoHS & REACH compliant • Halogen-Free

• High Temperature • Abrasion Resistant • Chemical & Solvent Resistant

• Permanent & Removable • Temper Evident • Authentication

Product Code Film Type Thick-
ness Top Coat Adhesive Standard Size MOQ/

sqm UL TDS RoHs

  Extreme Durability (Chemical Resistant)
ADH SXD-1721A Silver Polyester 50 micron Matte

Permanent 
Acrylic 1180mm x 100m 500

N Y Y

ADH XD-1824A White Polyester 50 micron Gloss N Y Y

ADH XD-1721A White Polyester 50 micron Matte N Y Y

  Premiun Polyester
ADH PTL-1101A

Polyester

25 micron Clear Gloss
Permanent 

Acrylic 1180mm x 100m 500

Y Y Y

ADH PTL-2241A 50 micron White Matte Y Y Y

ADH PTL-3241A 50 micron Silver Matte Y Y Y

  High Temperature 280°C - Static Dissipative

ADH PISD-7847 Polyimide 25 micron Semi-gloss Solvent 1180mm x 100m 500 N Y Y

  Overlamination TTR Printable
ADH POL-1101A Polyester 25 micron Clear Gloss

Permanent 
Acrylic

1180mm x 100m

500

Y Y Y

ADH POL-1201A Polyester 50 micron Clear Gloss 1180mm x 100m N Y Y

ADH POL-3410B UV Authentication 12 micron Clear Matte 700mm x 100m N Y Y

Kindly check with us for many more items not listed here

Primeliner B 
Series

PET Solvent-free Silicone

0.036 / 0.05 / 
0.075 / 0.1

Polyslik C Series
PEK Solvent-free Silicone

0.094 / 0.095 / 
0.115 / 0.135
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Lopasil A Series
Glassine Solvent-free Silicone

0.053 / 0.066 / 
0.069 / 0.103

Loparex aim to meet and exceed these expectations especially in 
quality, performance and service.
When designing and choosing the right release liner for each spe-
cific application, our sales and technical teams work closely with 
the customer to determine the right substrate, the best silicone 
formulation and needed release level, ensuring the compatibility 

with your production process and conditions, specific 
adhesive and end-use requirements customised finishing, 
packaging and delivery options.
Thanks to the very wide range of substrates, coatings and 
silicone formulations, Loparex develops and offers solutions 
for the most demanding release liner business areas.

Lo-Ex Series
PET Non-silicone

0.036 / 0.05 / 
0.075 / 0.1

• Economical polyimide film (PI) coated with acrylic adhesive
• Serves up to 120°C
• Designed for electrical and thermal insulation
• Suffix “L” comes with silicone release paper liner

• Very high heat resistance:  >200°C
• Most suitable for solder masking as film can withstand the heat and 
adhesive leaves no residue after removal
• Designed for electrical and thermal insulation
• Suffix “L” comes with fluorosilicone release film liner

• High bonding strength rubber adhesive
• Excellent holding power & initial tack
• Surface Resistance ≤ 1 x 106 Ω
• Working temperature from -20 to 70°C
• For sealing bags, bonding, masking or splicing applications

• ESD treated on film side and adhesive side
• Good chemical resistance
• Surface Resistance 	 : 1 x 109Ω/cm²  (Adhesive Side)
		  : 1 x 1010Ω/cm² (Film Side)
• Working temperature from 0 to 120°C
• For CME use

• Vivid colours for finger lift tabs and identification purpose
• 200m roll and 3” PE core designed for clean room and rotary cutter
• Easy to slit into narrow widths
• Good adhesion to most plastic film liners
• Fully RoHS compliant; Silicone-free

• High adhesion strength to silicone coated surfaces
• No adhesive residue at removal even after long period of aging
• No air mark or patch on adhesive layer
• For temporary masking, holding and securing movable parts

•  Able to withstand high temperature up to 180°C
•  No adhesive residue at removal even after long period of aging
•  Most suitable for powder coating and paint masking in hot oven.
•  For temporary masking, holding and securing movable parts
•  Economical and effective

•  Able to withstand high temperature up to 180°C
•  No adhesive residue at removal even after long period of aging
•  Most suitable for splicing of tapes and film rolls.
•  For temporary holding and securing movable parts
•  Economical and effective

•  Able to withstand high temperature up to 100°C
•  No adhesive residue at removal even after long period of aging
•  For temporary holding and securing movable parts during shipping
•  For refridgerators, airconditioners, printers, copiers, disk drives etc.
•  Economical and effective

• High bonding strength rubber adhesive
• Excellent holding power & initial tack
• Surface Resistance ≤ 1 x 106 Ω
• Working temperature from -20 to 70°C
• For sealing bags, bonding, masking or splicing applications

• Premium grade Polyester Film Release Liners
• For temperature resistance applications, eg. adhesive coating
• Produced in 100% solvent-free coating facility
• High-tech caliper control system
• Effective yet affordable

• Premium grade PE coated Paper Release Liners
• Glassine or kraft papers
• For temperature resistance applications, eg. Adhesive coating
• Produced in 100% solvent-free coating facility
• High-tech caliper control system       • Effective yet affordable

• Premium grade Glassine Release Liners
• For temperature resistance applications, eg. adhesive coating
• Produced in 100% solvent-free coating facility
• High-tech caliper control system
• Effective yet affordable

• Premium grade Low Silicone Extract Polyester Film Release Liners
• For silicone contamination sensitive applications
• Produced in 100% solvent-free coating facility
• High-tech caliper control system
• Effective yet affordable

> 650
ACR / PSA

> 450
Si / PSA

Polyimide

PSA

VMPET Film

ESD PSA 
(Rubber)

ESD PET Film

ESD PSA 
(Acrylic)

Pigmented  
PSA

PET

Non “L” Type

“L” Type

PET Film

ESD PSA 
(Rubber)

Polyimide

PSA

Release Liner

<25gf/25mm

BLUE / YELLOW

<10 ~ 120gf/25mm

CLEAR / WHITE

15 ~ 130gf/25mm

BLUE / WHITE

<10 ~ 120gf/25mm

CLEAR / WHITE

H
O

LD
IN

G
 

TA
PE
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	 PSA = Pressure Sensitive Adhesive	 HSA = Heat Sensitive Adhesive 	 ACR = Acrylic Adhesive              	 Si = Silicone Adhesive	 RUB = Rubber Adhesive	
	 ADH = Edehege	 Brand	 DX = Dexerials Brand		  CME = Clean Manufacturing Environment	  Fast Moving Stocks / Main Products

Disclaimer : All technical values shown here in this document are; not intended to be used directly for specification development; believed to be true and accurate from the source of development and test standards. We strongly recommend all users to conduct tests to determine its fitness for use on all applications.  E&OE

www.edehege.com

Code :	A = Adhesive Tape Layer	 C = Carrier/Backing Layer	 PL = Primary Release Paper/Liner		  SL = Secondary Release Paper/Liner	
	 PSA = Pressure Sensitive Adhesive	 HSA = Heat Sensitive Adhesive 	 ACR = Acrylic Adhesive              	 Si = Silicone Adhesive	 RUB = Rubber Adhesive	
	 ADH = Edehege	 Brand	 DX = Dexerials Brand		  CME = Clean Manufacturing Environment	  Fast Moving Stocks / Main Products

Disclaimer : All technical values shown here in this document are; not intended to be used directly for specification development; believed to be true and accurate from the source of development and test standards. We strongly recommend all users to conduct tests to determine its fitness for use on all applications.  E&OE

	 ITEM NAME	
	 Characteristics

DESCRIPTION
FEATURES	 ITEM NAME	

	 Characteristics

DESCRIPTION
FEATURESTHICKNESS

(mm)
THICKNESS

(mm)
LAYER 

CONFIGURATION
PEEL STRENGTH

Adhesive Base

Page 6/12

A
LU

M
IN

IU
M

 F
O

IL
 T

A
PE

S

ADH 5400
Rolled Annealed Copper Foil Tape

	 C	 : 0.038
	 A 	 : 0.03
	 L	 : 0.11

	 1,200
	 ACR / PSA

• Shielding EMI/RFI; Grounding and draining noise signals
• Dead soft Copper foil purity >99.92%
• Electrical & Thermal conductive foil layer
• Adheres well on most surfaces
• Release paper suitable for die-cut process

ADH 5400C
Conductive R/A Copper Foil Tape

	 C	 : 0.025
	 A 	 : 0.035
	 L	 : 0.135 	 1,000

	 COND-ACR / PSA

• Shielding EMI/RFI.  Resistivity <0.3 Ω
• Rolled/Annealed Copper foil purity >99.92%
• Lower cost than ADH5420 due to copper surface colour tone
• Solderable copper surface
• Release paper suitable for die-cut process
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ADH 6440E
Conductive Embossed 
Aluminium Foil Tape

	 C	 : 0.04
	 A 	 : 0.03
	 L	 : 0.14

	 800
	 COND-ACR / PSA

• Shielding EMI/RFI; Grounding and draining noise signals
• DC Resistivity <0.5 Ω 
• Embossed foil surface for better performance
• Connects without soldering;  Economical comparing to Copper Foil
• Release paper suitable for full-cut process

ADH 6400 Series
Aluminium Foil Tape

	 1,200
	 ACR / PSA

• Shielding EMI/RFI; Grounding and draining noise signals
• Thermal insulation / Heat reflective
• Adheres well on most surfaces
• Economical comparing to Copper Foil
• Release paper suitable for die-cut process

	 Foil Thickness
	 6400  : 0.04
	 6450  : 0.05
	 6475  : 0.075
	 64100 : 0.100
	 Acrylic PSA
	 30 ~ 40µm

ADH 6400C 
Series

Conductive Aluminium Foil Tape 
	 1,000
	 COND-ACR / PSA

• Shielding EMI/RFI; Grounding and draining noise signals
• DC Resistivity <0.5 Ω 
• Connects without soldering
• Economical comparing to Copper Foil
• Release paper suitable for die-cut process

	 Foil Thickness
	 0.04 ~ 0.07mm
	
	 Conductive PSA
	 30 ~ 40µm

ADH VxPx Series
Customised VMPET + PET Laminates

	 Multi-layers

• Super low-noise, bright, light weight and highly conforming design
• Made for low-noise flexible insulated ducts & other HVAC products
• Minimum cost impact
• Better performance comparing to bare metalised film
• Suitable for heat gumming process

ADH CxPx Series
Customised CU + PET Laminates

	 Dual-layers
	 Copper
	 Polyester

	 Customised
• Shielding EMI/RFI, grounding and draining noise signals
•  Full range of combinations of PET and CU thicknesses
•  More effective in performance compare to Aluminium foil type
•  Suitable for die-cut process; 
•  Supply in slitted rolls or sheet form

AL Foil

PSA

Release Paper

}

Tape

AL Foil
Conductive 
PSA

Release Paper

}

Tape

Embossed
AL Foil
Conductive 
PSA
Release Paper

Tape

CU Foil

PSA

Release Paper

Tape

CU Foil 

Conductive  
PSA

Release Paper

Tape

ADH AxPx Series
Customised AL + PET Laminates

	 Dual-layers
	 Aluminium
	 Polyester

	 Customised
• Shielding EMI/RFI, Grounding and draining noise signals
•  Membrane switch, wrapping cables, light or moisture barrier etc.
•  Full range of combinations of PET and AL thicknesses
• More cost effective comparing to Copper foil type
• Suitable for die-cut process; Supply in slitted rolls or sheet form

AL Foil

Dry Adhesive

PET Film

CU Foil  

Dry Adhesive

PET Film

Metalised Film

Adhesive

PET Film

ADH 5430E
Conductive Embossed 

Rolled Annealed  Copper Foil Tape

	 C	 : 0.035
	 A 	 : 0.04
	 L	 : 0.14

	 900
	 COND-ACR / PSA

• Embossed surface promotes shielding performance.
• Resistivity <0.5 Ω.
• Shielding EMI/RFI, grounding and draining noise signals
• Adheres well on most surfaces
• Release paper suitable for die-cut process

Embossed
CU Foil
Conductive  
PSA
Release Paper

Tape
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F-PT B Series
Polyester Film 

Black

		  0.025
		  0.050
		  0.075
		  0.125

• Pigmented black polyester (PET) films
• Good mechanical properties
• Suitable for wide range of applications
• Economical and reliable
• Commonly used in the packaging industries

F-PT Series
Polyester Films

Clear
  0.025~0.25

• A wide range of Polyester (PET) films from Japan, Korea & China
• Variety of surface treatments, textures and functionalities
• For applications such as electrical insulation, coverlay, window etc.
• Mechanically more superior than OPP, PE, PP, PVC, PS films
• Suitable for die-cut and lamination process

ADH VMPET 
Series

Vacuum Metalised Polyester Films

FW1B / TB1B / TW1G
PVDF Films

1-layer
White / Black / Lt. Grey

TC1N
PVDF Films

1-layer
Clear

TC2N / 2U
PVDF Films

2-layer
Clear

   0.012~0.10

	 0.020 ~ 0.025

	 0.020 ~ 0.050

	 0.025 / 0.050

• Aluminium metalized Polyester films
• Highly reflective to light source and thermal radiation
• Commonly used as thermal insulation layer in HVACs products
• Economical comparing to Aluminium Foil
• Comes in several levels of surface brightness and matte

• Polyvinylidene fluoride film
• High weatherability
• Chemical & stain resistant
• Suitable for Back Sheet of Photovoltaic Module
• Suitable for interior membrane structure of canvas etc.

• High weatherability
• Chemical & stain resistant
• Suitable for building & aircraft interior
• Suitable for green house interior etc.
• Suitable for Lithium-ion battery

• High weatherability
• Chemical & stain resistant
• Suitable for building exterior
• Suitable for glass windows
• Suitable for outdoor sign crafts etc.

• Low friction, Non-stick & good Slippage backing
• Soft backing surface
• Chemical, stain, heat resistant & electrical insulation
• Suitable for transport mechanism such as conveyor production 
    lines, hopper, chutes, sliders, non-stick rollers etc.

• Low friction, Non-stick & good Slippage backing
• Low heat shrinkage reduces tape peel at high working temperature
• Chemical, stain and superior heat resistant
• Suitable for heat press, heat sealer, masking and slippage 
   enhancement in heated chemical containers etc.

AL Metalized

PET film

F-PT W Series
Polyester Film 

White

		  0.025
		  0.050
		  0.075
		  0.100

• Pigmented white polyester (PET) films
• Good mechanical properties
• Suitable for wide range of applications
• Economical and reliable
• Commonly used in the packaging industries
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ASF-110FR
PTFE

Si PSA 
Translucent White

ACH-6100
Silicone Glass Cloth

Si PSA 
White

AGB-207-6-1
Air-Permeable Glass Cloth PTFE

ACR PSA 
Brown

PO
LY

ES
TE

R
 F

IL
M

S

Economical Polyimide Films

Competitive Polyimide Films

ADH F-PI Series

SKC KOLON PI

	 F-PI025	= 0.025
	 F-PI050	= 0.050
	 F-PI075	= 0.075
	 F-PI100	= 0.100
	 F-PI125	= 0.125

	 IF-25	 = 0.025
	 IF-50	 = 0.050
	 IF-75	 = 0.075

• High thermal resistance Polyimide films (PI): -269 to 260°C 

• Excellent electrical insulation 

• UL94V-0 flame retardant grade

• Mechanically more superior than most plastic films

• Cost effective compared to other leading brands

• Suitable for die-cut and lamination process

• High thermal resistance Polyimide films (PI): -269 to 400°C 
• Excellent electrical insulation 
• UL94V-0 flame retardant grade
• Mechanically more superior than most plastic films
• Suitable for die-cut and lamination process

LAYER 
CONFIGURATION

PET film
Natural Gloss

PET film

PVDF 5µm

Acrylic 20 / 45µm

PVDF + 
Acrylic + 
Pigment

PVDF

PET film
Natural Gloss

Black Polyimide

Amber Polyimide

Amber Polyimide

ADH F-PI K Series
Black Polyimide Films

	 F-PI025K	= 0.025 
	 F-PI050K	= 0.050
	 F-PI075K	= 0.075
	 F-PI100K	= 0.100
	 F-PI125K	= 0.125H
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ADH A9P50
Special AL + PET Laminates

0.062
• Base material for RFID inlays
• Pure Aluminium foil laminated on super low heat shrinkage Polyester
• Non-blocking after etching process
• Other layer thicknesses can be custom-made
• Economical & effective design

AL Foil 

Dry Adhesive

PET FilmR
FI

D

AGF-102 ZONE
Low Heat Shrinkage PTFE

Si PSA 
Translucent Grey
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DX SP7600HF
Heat Bondable Speaker Mesh 

Mesh #95

0.17

• Modified EVA based adhesive coated on polyester fibre (95 mesh)
• Suitable for use in speaker inner mesh as a protection from dust 
• Good sound transmission; very low damping
• Easy to assemble; apply heat on the desire bonding areas
• Adheres well to plastics and metals.

PET Fibre Mesh

Zoom in view
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ADH 2000 Series
Super Clear Polyester Film Tape

	 2001 : 1mil
	 2002 : 2mils
	 2003 : 3mils
	 2004 : 4mils	
	 A 	 : 0.033
	 L	 : 0.11~0.18

	 1,000~1,200
	 ACR / PSA

• Adheres well on plastics, metals, foils and paper
• Uses super clear polyester film for outstanding presentation
• Suitable for lamination on metal foil parts
• Comes in various film thicknesses and adhesive systems
• Suitable for die-cut process

ADH 2000BF 
Series

 Pigment Black Polyester Film Tape

	 2001BF : 1mil
	 2002BF : 2mils
		  to
	 20075BF : 7.5mils	
	 A 	 : 0.033
	 L	 : 0.11~0.18

• Adheres well on plastics, metals, foils and paper
• Black polyester film exhibits smooth & dark surface
• Suitable for concealing, light blocking and overlay on other parts
• Comes in various film thicknesses and adhesive systems
• Suitable for die-cut process; High quality grade

ADH 2000W 
Series

White Polyester Film Tape

	 2001W : 1mil
	 2002W : 2mils
	 2003W : 3mils
	 2004W : 4mils	
	 A 	 : 0.033
	 L	 : 0.08~0.18

• Adheres well on plastics, metals, foils and paper
• Opaque white polyester film exhibits bright & glossy surface
• Suitable for light reflecting, concealing and ink printing
• Comes in various film thicknesses and adhesive systems
• Suitable for die-cut processPO
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PSA

Release Paper

}Tape

}

}

}

}

Black PET

PSA

Release Paper

}Tape

White PET

PSA

Release Paper

}Tape

ILLUSTRATION

		  0.08		
		  0.13
		  0.18
		  0.23

		  0.13

• 30% better performance in Low friction, Non-stick & good Slip   
   page embossed backing than ASF-110FR
• Chemical, stain and heat resistant
• Suitable for silicone-free environment
• Adhesive non-stick rollers, sliding platforms, gel transport etc.

• High friction, good gripping, high temperature 200°C
• Chemical, stain, heat resistant & electrical insulation
• Suitable for nip rollers, feeder traction, picking mechanism etc.

• Air permeable, Non-stick, good Slippage & Cushioning
• Chemical, stain and heat resistant
• Suitable for suction without surface abrasion

ASF-119K
Embosed PTFE

ACR PSA 
Translucent White

0.35

0.28

0.11

Tape

Silicone PSA

Fluororesin Film
PTFE

Embossed 
Fluororesin Film
PTFE

Acrylic PSA

Si Resin
Glass Cloth
Si PSA

Release Film Liner

}

Fluororesin
Glass Cloth
Fluororesin

Silicone PSAPSA
Free

Breathable 
Fabric
Acr PSA
Release Liner

Reliability and Experience
CHUKOH FLO® Adhesive Tape
Made In Japan

CHUKOH FLO® Adhesive Tape is the tradename of Chukoh Chemical Industries for a wide range of
High Performance Pressure Sensitive Tape products.
The non-stick, low-friction surface combined with high heat resistance, strong electrical insulation properties 
and the ability to resist most chemicals permits their use in lining, electrical insulation, heat sealing and 
chemical environment applications.


